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Fleksibilna zatvoreno ćelijska gumena izolacija za uštedu energije u 

tehnologiji hlađenja i klimatizacije pruža iste prednosti u odnosu na 

stvaranje kondenzacije kao INSUL - TUBE® izolacija za cevi. INSUL ROLL je 

idealan za sećenje po merii kada se koristi za izolaciju velikih cevi, 

prirubnica, posuda i sl. 

Sečenje po meri 

Minimalni škart 

 
Karakteristike proizvoda: 

Toplotna provodljivost (EN ISO 8497): 

0,034 W/mK at - 30 °C 

0,036 W/mK at 

0,039 W/mK at 

0,041 W/mK at 

0 °C 

40 °C 

70 °C 











Protivpožarne karakteristike : Bs3d0 (EN 13501-1) 

Opseg temperature : - 30 °C to 95 °C (EN 14707)  

Koeficijent  propustljivosti vodene pare (EN 13469): ≥ 10000  

Pogledajte na web strani Deklaracija o performansama 

Tolerancija prema standardu EN 14304 Tabela 1 
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INSUL 
ROLL 

INSUL ROLL je idealan za sečenje po merii kada se koristi za 

izolaciju velikih cevi, prirubnica, posuda i sl.  

INSUL ROLL može se seći tačno po merii, značajno smanjujući 

škart.  

Niski kapacitet toplotne provodljivost.INSUL ROLL obezbeđuje 

optimalnu temperaturu na površini i izbegavanje skupljanja 

kondenzata. Kombinacija visokog koeficijenta propustljivosti 

vodene pare I niske vrednosti toplotne provodljivosti daje 

izolaciju odličnih karakteristika.. Zbog izuzetnih termoizolacionih 

svojstava INSUL ROLL, potrošnja energije za klimatizacione i 

rashladne jedinice je značajno smanjena Ovo maksimizira ne 

samo ekonomičnost, već i ekološku efikasnost. 

INSUL ROLL je penasti proizvod sa svojstvima apsorpcije zvuka, 

koji smanjuje buku usled strujanja fluida u cevima. Prlikom 

ugradnje, imajte na umu detalje koje možete naći u našim 

uputstvima za montažu.. 

Asortiman proizvoda: 

1000 x 6 1000 6 20 m 20 m2
 

1000 x 9 1000 9 15 m 15 m2
 

1000 x 13 1000 13 11 m 11 m2
 

1000 x 16 1000 16 9 m 9 m2
 

1000 x 19 1000 19 8 m 8 m2
 

1000 x 25 1000 25 6 m 6 m2
 

1000 x 32 1000 32 4 m 4 m2
 

NMC reserves the right to update the product line or its technical features to the state-of-the-art technology anytime and without previous announcement. All given 
information is to the best of our knowledge. If you have any questions concerning technical details please contact the NMC information service. Any partial 
reproduction or reprint shall require our explicit approval. 
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